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1093RAILINGS

Where the proximity of 
pedestrians to traffic could prove 
hazardous, guardrails are a cost 
effective, proven way of reducing 
the chance of tragic accidents. 

Furnitubes offer an extensive range 
of post & rail systems, from simple 
and economic utilitarian steel 
railings to ornate cast iron designs 
that are ideal for traditional sites. 
Furnitubes also offer a full design 
service that enables new and 
bespoke designs to be developed 
in collaboration with architects and 
local authorities. 
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EXTENSIVE RANGE OF RAILING SYSTEMS
Our extensive range includes systems that can be utilised to co-ordinate 
stretches of the highway with combinations of full, 3/4 or 1/2 guardrail, 3-
rail, 2-rail, and knee rail configurations. 
The streetscape can be further enhanced by the selection of matching 
bollards, designed to complement our guardrails.

RAILINGS
introduction

The simple specif ication of guardrails beside
a busy main road or outside a school can mean the 
difference between a safe, controlled highway or an 
accident black spot. 

Furnitubes International has been at the forefront 
of guardrail provision throughout the UK since it 
was established over sixty years ago.

▲ LINX 100 ¾ GUARDRAIL
Knightsbridge Post
installed at Loughton, Essex

▲ MARINE 2-RAIL
as supplied to Ealing, London

▲ LINX 100 FULL GUARDRAIL
Euston Post
installed at New Cross, London
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CUSTOMISATION
Many of our composite systems can be customised by the mixing and matching 
of cap and base castings. Post features can be fur ther emphasised by highlighting 
in contrasting colours.

Our sales team will be happy to advise on ways in which each system can be 
adapted where areas demand special considerations, for example high visibility 
panels at a pedestrian crossing or differing heights of rail where the ground level 
is uneven.

LINX™ RAILING SYSTEM
Furnitubes modernised the railing system with the introduction 
of their new generation Linx system - an astonishing, simple 
revolution in railing design and installation. The Linx’s unique 
post to panel connection enables modular panels to be f itted 
and adjusted on site, to a variety of radii and height levels. 
- see pages 114-125 for more information.

▲ ROCHESTER
post detail

▲ HARRINGTON ¾ GUARDRAIL
as supplied to LB Hackney

▲ ROCHESTER 3/4 GUARDRAIL
high visibility panel
as supplied to Thameside Terminal, Cliffe, Rochester

▲ LINX 400 3-Rail
installed in Hammersmith, London

▲ LINX 300 2-Rail
Euston post
installed at Ashvale Canal Bridge, Aldershot
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As well as selecting a guardrail design for 
aesthetic reasons, it is important to consider 
how the chosen system will f it the proposed 
site. It is unlikely that any site is actually f lat 
and that only straight runs of guardrail will 
be required - sites usually include hills, bends 
and awkward junctions around pedestrian 
crossings etc. 

Overall site curve or changes in angle achieved by straight rail segments 

‘Horizontal’ members follow pavement incline

Horizontal members are plumb level side view

Guardrail TypeSite Condition

inclined stepped

side view

Guardrail TypeSite Condition

inclined raked

plan view

Guardrail TypeSite Condition

Curved 
(or angled)

segmented

Rails are radiused so concentric to kerb

Note: in all situations, posts and vertical panel inf ill bars are manufactured to be installed 
plumb vertical. We do not recommend that guardrail is installed with the posts perpendicular 
to an inclined site, i.e. not true vertical.

plan view

Guardrail TypeSite Condition

Curved 
(or angled)

radiused

STEP 1: Assess the Site

SELECTING AN APPROPRIATE RAILING SYSTEM

Guardrail may need to accommodate either 
inclines or a curved (or angled) kerb line, or 
a combination of both, as illustrated below. 
The table on the next page helps with 
the selection of the correct guardrail to 
overcome these site variables.  
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Furnitubes manufacture one of the widest and most comprehensive 
range of cast iron post & rail systems on the market today. Often 
selected for its aesthetic qualities, cast iron gives a timeless elegance 
to towns and heritage areas.

CAST IRON
rail barriers

▲ REIGATE 3-RAIL
as supplied to Park Royal, London

▲  REIGATE FULL GUARDRAIL

▲ REIGATE 3-RAIL
rails bend at corners to reduce damage 
on impact

Cast iron is corrosion resistant and therefore ideal for seafronts, 
piers, marinas and canals where a low maintenance system is 
required. Public safety is paramount and careful positioning of post 
& rail directs pedestrians away from danger especially at roadside, 
waterside or other high-risk areas.

The Reigate post has been designed specifically to accommodate 
a variety of rail systems. Full, 3/4 or 1/2 guardrail, 3-rail, 2-rail 
and trip-rail. This diversity allows a variety of options for multiple 
applications within the same general area.  

Furnitubes cast iron railings are recommended with 
bent corners. This allows any angle to be achieved 
instead of the standard 90 degrees. This arrangement 
also allows for easy replacement if damaged as the post 
is more likely to remain intact. 
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Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specif ication on any item 
offered and, where possible, 
notif ication will be made.

TECHNICAL

Material
Furnitubes cast iron and 
steel railings are 100% 
recyclable.

Suitability
Before making your final 
guardrail or post & rail 
selection please refer to 
‘Selecting an Appropriate 
Rail System’ notes on 
pages 112-113 

Product Heights
Dimensions shown 
apply to installations in 
level ground only and 
will vary for non-level 
(inclined) sites. 

Materials & Finish
Post are manufactured in 
cast iron and supplied in a 
primed finish as standard.
Panels are in steel and 
supplied in a galvanised 
finish.

We recommend that top 
coats are applied on site 
after installation. 

1:25  front Elevation & Ground level section  

reigate guardrail range

full guardrail 
post

REI 351
Intermediate Post for 
Full Guardrail Panel

options:
End Post
Corner Post
Baseplate

full guardrail 
panel
 
REIR F 
Panel for 2m post pitch
Ø42 horizontal rails
Ø16 vertical infill bars

options:
Raked Panel
Radiused Panel

3/4 guardrail 
post

REI 352
Intermediate Post for 
3/4 Guardrail Panel

options:
End Post
Corner Post
Baseplate

3/4 guardrail 
panel 

REIR S1Q 
Panel & Rail for 
2m post pitch
Ø42 horizontal rails
Ø16 vertical infill bars

options:
Raked Panel & Rail
Radiused Panel & Rail

1/2 guardrail 
post 

REI 353
Intermediate Post for 
1/2 Guardrail Panel

options:
End Post
Corner Post
Baseplate

1/2 guardrail 
panel

REIR S1H 
Panel & Rail for 2m post pitch
Ø42 horizontal rails
Ø16 vertical infill bars

options:
Raked Panel & Rail
Radiused Panel & Rail

reigate post & rail range

3-rail post

REI 353
Intermediate Post for 
3-Rail

options:
End Post
Corner Post
Baseplate

rail 
 
MST 42 
Ø42 rail supplied in 
6.4-6.5m random length

trip-rail post

REI 356
Intermediate Post for 
Trip-Rail

options:
End Post
Corner Post
Baseplate

rail

MST 42 
Ø42 rail supplied in 
6.4-6.5m random length

10
0

Sq
30

0
12

25

20
0

10
0

Sq
30

0
12

25

10
0

Sq
20

0
34

5

10
0

Sq
30

0
12

25

63
0

10
0

Sq
30

0
12

25

20
0

10
0

Sq

20
0

11
20

11
20

30
0

12
25

11
20

11
20

20
0

2-rail post

REI 354
Intermediate Post for 
2-Rail

options:
End Post
Corner Post
Baseplate

rail

MST 42 
Ø42 rail supplied in 
6.4-6.5m random length

REIGATE GUARDRAIL RANGE
REIGATE POST & RAIL RANGE

11
20

24
0



© 2010 Copyright  Reproduction Prohibited

TEL 020 8378 3200
FAX 020 8378 3250
furnitubes .com

138
R

A
IL

IN
G

S

marine post & rail

2-rail post

MAR 751
Intermediate Post for 2-Rail

options:
End Post
Corner Post

rail 
 
MST 42
Ø42 rail supplied in 6.4-6.5m 
random length

27
0

10
50

44
5

Ø 15
0

88
0

▲ ROCHESTER 3/4 GUARDRAIL
with high visibility panel
as supplied to Rochester, Kent

rochester guardrail

3/4 guardrail post

RCH 426
Intermediate Post for 
3/4 Guardrail Panel

options:
End Post

3/4 guardrail panel
 
RCHR S1Q 
Panel & Rail for 2m post pitch
Ø60 top rail
50 sq horizontal panel rails
Ø16 vertical infill bars

options:
High Visibility Panel
Raked Panel & Rail

10
0

sq
30

0
12

10

10
0

10
60

Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specification on any item 
offered and, where possible, 
notification will be made.

TECHNICAL 

Material
Furnitubes cast iron and 
steel railings are 100% 
recyclable.

Suitability
Before making your final 
guardrail or post & rail 
selection please refer to 
‘Selecting an Appropriate 
Rail System’ notes on 
pages 112-113.

Product Heights
Dimensions shown 
apply to installations in 
level ground only and 
will vary for non-level 
(inclined) sites. 

Materials & Finish
Posts are manufactured in 
cast iron and supplied in a 
primed finish as standard.
Panels and/or rails are in 
steel and supplied in a 
galvanised finish.

We recommend that top 
coats are applied on site 
after installation. 

Front Elevation & ground level section  1:25

▲ MARINE 2-RAIL

ROCHESTER & MARINE POST & RAIL
The decorative Rochester post and rail system was named after the 
city of Rochester where it was first installed. The Rochester, as with 
most of our railing systems, is available with high visibility panels, and 
has been supplied in SG Iron for roadside use.

The Marine 2-Rail is ideal for seafront areas. 

CAST IRON
rail barriers
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1:25  Front Elevation & ground level section

Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specification on any item 
offered and, where possible, 
notification will be made.

windsor post & rail

2-rail post

WIN 536
Intermediate Post for 2-Rail
Root Fixed

options:
End Post
Corner Post

rail 
 
MST 48 
Ø48 rail supplied in 
6.4-6.5m random length

hove post & rail

knee-rail post

HOV 450
Intermediate Post 
for Knee-Rail

options:
End Post
Corner Post

rail

MST 33
Ø33 rail supplied in 
6.4-6.5m random length

TECHNICAL 

Material
Furnitubes cast iron and 
steel railings are 100% 
recyclable.

Suitability
Before making your final 
guardrail or post & rail 
selection please refer to 
‘Selecting an Appropriate 
Rail System’ notes on 
pages 112-113.

Product Heights
Dimensions shown 
apply to installations in 
level ground only and 
will vary for non-level 
(inclined) sites. 

Materials & Finish
Posts are manufactured in 
cast iron and supplied in a 
primed finish as standard.
Panels and/or rails are in 
steel and supplied in a 
galvanised finish.

We recommend that top 
coats are applied on site 
after installation. 

10
0

sq
30

0
10

80

45
0

32
0

20
0

44
0

75 sq

93
0

35
0

hammersmith riverside post & rail

2-rail post

HAM 532
Intermediate Post for 2-Rail
Bolt Down

options:
End Post
Corner Post

rail 
 
MST 48 
Ø48 rail supplied in 
6.4-6.5m random length

11
25

94
0

46
0

16
5

sq

HAMMERSMITH & WINDSOR POST & RAIL
The Hammersmith Riverside and Windsor designs have become increasingly popular 
throughout the country and are a standard specification with many local authorities. Fully 
painted and highlighted railings are available giving identity to an area, however for the 
best results Furnitubes recommend that railings are painted on site after installation.

▲ WINDSOR 2-RAIL
as installed in to Beckenham, Bromley

▲ HOVE KNEE-RAIL

rail barriers
CAST IRON

▲ HAMMERSMITH RIVERSIDE  2-RAIL

HOVE KNEE RAIL
The Hove knee-rail is one of the most 
popular cast iron knee-rails in the UK. 
Used primarily as an attractive edging for 
lawns and landscaped areas it restricts 
access without intruding upon the 
general streetscape.

130

Ø12 holes



© 2010 Copyright  Reproduction Prohibited

TEL 020 8378 3200
FAX 020 8378 3250
furnitubes .com

140
R

A
IL

IN
G

S

Furnitubes’ design team were sensitive to conservation when 
asked to extend the existing railings along Eastbourne seafront. 
The post & rail pictured here is an exact replica of the unusual 
cast aluminium original.

While the main function of guardrail is to protect the 
public from the highway, many systems can be adapted 
to either incorporate access gates (see page 142) or 
tailored for wall-top installation, as shown here.

COMMISSIONS
special
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Current trends are placing more demands on 
suppliers of street furniture to develop new and 
distinctive products, enhancing the appearance 
of the built environment and providing a real 
sense of location.

▲ ROMNEY FULL GUARDRAIL
with corporate logo (special commission) 
supplied to St George’s Wharf, Vauxhall

SPECIAL SITES
The Linx Railing was adapted to replace the existing railings at 
Brighton Marina. Trafford capped posts were supplied with a 
bolt-down plate to fix to the existing foundations. 

The Romney Guardrail installed at St Georges Wharf, Vauxhall, 
has been adapted to incorporate timber handrails to create an 
attractive contrast between natural timber and painted steel. 

▲ LINX RAILINGS
Trafford cap (special commission)
supplied to Brighton Marina
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CAST IRON BOLLARDS AS RAILING POSTS
Furnitubes’ design team have researched new uses for traditional 
cast iron bollards, and the flexibility of our standard products 
means that it is possible to adapt items in a way which most readily 
suits the requirements of our clients. 

Right, a standard Holborn bollard has been adapted to accept two 
rail posts. This versatility permits a uniform appearance with other 
items of street furniture and with existing bollards. Standard cast 
iron bollards can be adapted to act as barriers, railings, fencing and 
gate posts. 

Many of these items are exclusive to Furnitubes 
International, such as the Belsize whose design was 
taken from an original Victorian bollard at Belsize Park 
in Hampstead. Furnitubes’ pattern makers skillfully 
produced a faithful copy which was then cast and 
adapted to take a circular section rail.

For the complete range of bollards that complement or 
can be adapted for post & rail applications please refer 
to the Bollards section.

◄▼ EDINBURGH Bollard
as railing post (special commission)

▲ BELSIZE Bollard
as railing post

▲ CANNON Bollard
as railing post

Railings  can also be designed to work 
in conjunction with many of Furnitubes’ 
products. Here a Linx 100 panel fits 
seamlessly into a Bell Traffic Bollard. 
The Bell protects the post from damage 
and the post provides increased visibility 
and safety.

▲ LINX with BELL BOLLARD
(see Bollards section)

▲ HOLBORN 2-RAIL
installed at Bessborough Gardens, Vauxhall, London
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While the main function of guardrail is to protect the public from 
the highway, many systems can be adapted to either incorporate 
access gates as shown here with the PGRM and Reigate 1/2-rail. 
The frame, hinge and hasps are manufactured from structural steel 
and fully galvanised to optimise endurance and strength. Fixings are 
generally supplied in stainless steel.

Furnitubes design team are always on hand to discuss 
bespoke gate requirements. They are able to advise 
on the most suitable types of post to suit a particular 
application and to propose feasible designs for the 
gate framework. 

GATES

PGRM Double Leaf Gate ▲

CAST IRON REIGATE ▲
½ rail with gate

illustrations not to scale  

pgrm gate 

single leaf 

PGSL 100 - PGRM 1 metre gate
 
PGSL 200 - PGRM 2 metre gate 

PGSL 300 - PGRM 3 metre gate 

PGSL 400 - PGRM 4 metre gate

double leaf

PGDL 100 - PGRM 1 metre gate
 
PGDL 200 - PGRM 2 metre gate 

PGDL 300 - PGRM 3 metre gate 

PGDL 400 - PGRM 4 metre gate

CLEARANCE

39
0

10
50

Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specification on any item 
offered and, where possible, 
notification will be made.

TECHNICAL 

Material
Furnitubes steel gates are 
100% recyclable.

Finish
Gates are supplied in a 
galvanised finish.

Padlock
For use with an 
FB padlock - not supplied 
- available upon request.

Clearance
Gates can be designed 
to suit any specification, 
please contact sales 
to discuss your site 
requirements.

CLEARANCE

39
0

10
50

Galvanised Steel Gate

options:
3/4 Panel
2-Rail Panel
Hi Visibility Panel
Stainless Steel

Galvanised Steel Gate

options:
3/4 Panel
2-Rail Panel
Hi Visibility Panel
Stainless Steel



TEL 020 8378 3200
FAX 020 8378 3250
furnitubes .com© 2010 Copyright  Reproduction Prohibited

143

G
at

es

3770

USE THIS ONE!! IT IS SCALED CORRECTLY @ 1:25

Furnitubes patented Linx™ railing system can also 
incorporate gates, providing access for areas whilst 
keeping consistency within a scheme. 

Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specification on any item 
offered and, where possible, 
notification will be made.

TECHNICAL 

Material
Furnitubes Linx gates are 
100% recyclable.

Finish
Cast Iron posts caps are 
supplied in a primed finish 
and steel posts and gate 
fabrication is supplied in a 
galvanised finish. 

Padlock
For use with an 
FB padlock - not supplied 
- available upon request.

The Linx gate is available in steel or stainless steel can be single or 
double leaf. The gate can have a clearance of up to 4 metres, and 
is compatible with all four Linx series. See page 115 for the range 
of caps available.

gate

CLEARANCE

▲ LINX 100 Gate
double leaf with Euston cap

linxTM

bollards  pg 46 railings  pg 114parking  pg 98

RANGE

litter  pg 253

▲ LINX 300 GATE
¾ rail double leaf gate with stainless steel Ashton caps

installed in Leytonstone, Essex (special commission) 

37
5

11
80

10
90

illustrations not to scale  

linx gate 

single leaf 

LGSL 001 - Linx 1 metre gate
 
LGSL 002 - Linx 2 metre gate 

LGSL 003 - Linx 3 metre gate 

LGSL 004 - Linx 4 metre gate

double leaf

LGDL 001 - Linx 1 metre gate
 
LGDL 002 - Linx 2 metre gate 

LGDL 003 - Linx 3 metre gate 

LGDL 004 - Linx 4 metre gate

Galvanised Steel Gate

options:
Linx 100 Gate
Linx 200 Gate
Linx 300 Gate
Linx 400 Gate
3/4 Panel
Hi Visibility panel
Stainless Steel

Galvanised Steel Gate

options:
Linx 100 Gate
Linx 200 Gate
Linx 300 Gate
Linx 400 Gate
3/4 Panel
Hi Visibility panel
Stainless Steel
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For secured access, Furnitubes also offer a heavy duty gate, 
utilising reinforced Telford bollards in S.G iron for excellent 
strength characteristics.

1:25  Front Elevation

telford gate range 

2900 clearance

TGT 290 
Telford SG Cast Iron Bollards
Steel Galvanised Gate Fabrication

options:
Locking Post
Reflective Sign

3420 clearance

TGT 340
Telford SG Cast Iron Bollards
Steel Galvanised Gate Fabrication

options:
Locking Post
Reflective Sign

4500 clearance

TGT 450
Telford SG Cast Iron Bollards
Steel Galvanised Gate Fabrication

options:
Locking Post
Reflective Sign

Both the Holborn and Telford gates comprise of a hinge bollard, a locking 
bollard, plus an optional additional bollard to secure the gate when in the 
open position. Bollards require a foundation depth of 800mm. 

The gate is available with a clearance width of either 2900mm, 3420mm 
or 4500mm. ‘Emergency Access - Keep Clear’ reflective sign plates are 
also available.

TELFORD & HOLBORN
gates

CLEARANCE

80
0

10
15

87
0

▲ TELFORD Gate
with sign plate
supplied to LB Lewisham

Hinge Detail ▲

▲ TELFORD Gate
with sign plate 
& optional locking bollard

Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specification on any item 
offered and, where possible, 
notification will be made.

TECHNICAL 

Material
Furnitubes cast iron
and steel gates are 
100% recyclable.

Finish
Posts are supplied in a 
primed finish and steel
gate fabrication is supplied 
in a galvanised finish. 
We recommend that top 
coats are applied on site 
after installation. 

Padlock
For use with an 
FB padlock - not supplied 
- available upon request.

Sign
Optional “EMERGENCY 
ACCESS - KEEP CLEAR” 
white on red reflective sign 
can be fitted both sides.
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1:25  Front Elevation

holborn gate range 

2900 clearance

HOL 290 
Holborn Composite Bollards
Steel Galvanised Gate Fabrication

options:
Locking Post
Reflective Sign

3420 clearance

HOL 340
Holborn Composite Bollards
Steel Galvanised Gate Fabrication

options:
Locking Post
Reflective Sign

4500 clearance

HOL 450
Holborn Composite Bollards
Steel Galvanised Gate Fabrication

options:
Locking Post
Reflective Sign

CLEARANCE

80
0

11
70

90
0

▲ HOLBORN Gate

Product Codes are in bold 
type. Dimensions are in mm, 
are approximate and do not 
form any part of the contract.

We reserve the right to 
change the design and 
specification on any item 
offered and, where possible, 
notification will be made.

TECHNICAL 

Material
Furnitubes cast iron
and steel gates are 
100% recyclable.

Finish
Gate and posts are 
supplied in a galvanised 
finish. Decorative castings 
are supplied primed. 
We recommend that top 
coats are applied on site 
after installation. 

Padlock
For use with an FB 
padlock - not supplied - 
available upon request.

Sign
Optional “EMERGENCY 
ACCESS - KEEP CLEAR” 
white on red reflective sign 
can be fitted both sides.

gates
TELFORD & HOLBORN

The Salisbury composite bollard 
(see page 45) can also be adapted as 
gate posts. Please call our Technical 
Sales department for further details. 

▲ HOLBORN Gate
painted steel bollard with galvanised steel gate 
with sign plate (special commission)
supplied to LB Hammersmith & Fulham
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